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VHM 
De Vlonder 208 
5427 DH Boekel 
The Netherlands 
 
 
 

 
 
 
 

 

 
Tel.+31(0) 492 32 45 95 

Website: www.vhm.nl 
E-mail: info@vhm.nl 

 

VHM has the possibility to produce piecework.  
We will produce custom made inserts according to your own specifications. 
The custom made inserts will be produced within 24 hours. 
Fill in the order form and send by e-mail to info@vhm.nl 
 
CONTACT INFORMATION:    ENGINE SPECIFICATIONS: 
Company: ……………………………   Manufactor:  ……………… 

Name:  ……………………………   Type /model:  ……………… 

Street:  ……………………………   Year:   ……………… 

City:  ……………………………    

Postal code: ……………………………   

Country: …………………………… 

Phone: ……………………………   Date:   ……………… 

  

Dimension Value Explanation 

Volume cc Total volume combustion 
chamber including sparkplug 
hole measured on the engine. 

Squish mm Minimum space/distance 
between piston and insert.  

Piston height mm Difference between top of 
cylinder and top of piston when 
piston at top dead center.  

Piston crown radius  
or piston crown height 

mm The radius on top of the piston 
(flat piston R=0 mm) 

Amount  pieces  

Shape   Shape A or B 

 

 

          Shape A        Shape B 
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